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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 1 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) heavycon male insert, b24 series, 24-pos., 2 spring-cage connections per contact key commercial data packing unit 1 pce gtin weight per piece (excluding packing) 169.5 grm custom tariff number 85369010 country of origin germany technical data general note for housing hc-b24 connection method spring-cage connection pollution degree 3 surge voltage category iii number of positions 24+pe insertion/withdrawal cycles  500 design b24 conductor cross section 0.14 mm2 ... 2.5 mm2 connection cross section awg 26 ... 14 stripping length of the individual wire 10 mm  1 mm assembly instructions for housing h  72 mm. connectors may be operated only when there is no load/voltage. connection for housings of type b16/b32. connectors may only be actuated when there is no load/voltage.  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4

 https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 2 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 technical data ambient conditions ambient temperature (operation) -40 c ... 125 c (including heating up of contacts) material data inflammability class according to ul 94 v0 contact material copper alloy contact surface material ag contact carrier material pc electrical characteristics rated voltage (iii/3) 500 v rated surge voltage 6 kv rated current 16 a classifications ecl@ss ecl@ss 4.0 27140816 ecl@ss 4.1 27140816 ecl@ss 5.0 27143424 ecl@ss 5.1 27143424 ecl@ss 6.0 27143424 ecl@ss 7.0 27440209 ecl@ss 8.0 27440209 etim etim 2.0 ec000438 etim 3.0 ec000438 etim 4.0 ec000438 etim 5.0 ec000438 unspsc unspsc 6.01 30211923 unspsc 7.0901 39121522 unspsc 11 39121522 unspsc 12.01 39121522 unspsc 13.2 39121522 approvals approvals  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4

 https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 3 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 approvals approvals ul recognized / gost ex approvals approvals submitted approval details ul recognized? gost? accessories accessories coding element coding element?-?hc-cbu?-?1676860 coding socket for coding up to 16 connectors ? ? coding bolt?-?hc-cb?-?1772722 coding pin, prevents mismating of up to six connectors with an identical number of positions ? ?  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4

 https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 4 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 accessories coding element?-?hc-cst?-?1676857 coding peg for coding up to 16 connectors ? ? docking frame docking frames?-?hc-b 24-andock?-?1586141 docking frame for racks, for contact inserts of b24 type, with four m5 flat headed screws, rack balance x/y axis +- 1.5 mm ? ? mounting material mounting material?-?hc-b-pes?-?1604997 pe screw, for contact inserts hc-b / hc-bb / hc-dd / hc-d40 / hc-d64 ? ? strain relief clamp?-?hc-b-zg?-?1685327 strain relief clamps contact inserts of series: b-, bb-, d 40, d 64, dd and hv, straight cable exit ? ? strain relief clamp?-?hc-b-zs?-?1685330 strain relief clamps contact inserts of series: b-, bb-, d 40, d 64, dd and hv, lateral cable exit ? ?  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4

 https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 5 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 accessories plug assembly frame connector assembly frame?-?hc-smr-b24?-?1687985 heavycon connector assembly frame, for contact inserts of type b24 ? ? plug mounting plate connector assembly frame?-?hc-smp 150-b24-amq?-?1660944 heavycon connector assembly frame with panel mounting base with double locking latch, for contact inserts of type b24, 150?mm long ? ? drawings schematic diagram connector pin assignment, connection side diagram the illustration shows the derating diagram of various series b contact inserts (b6 to b24), conductor cross section 1.5 mm2  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4

 https://www.phoenixcontact.com/us/products/1605255 12/9/13???page? 6 ?/? 6 contact insert?-?hc-b 24-estzz?-?1605255 diagram the illustration shows the derating diagram of various series b contact inserts (b6 to b24), conductor cross section 2.5 mm2 dimensioned drawing male contact insert dimensioned drawing panel cutout ? phoenix contact 2013 - all rights reserved http://www.phoenixcontact.com  24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1  ambient temperature [c] operating current [a] 0 5 2015 10 20 40 60 80 100 120 b6 b10 b16 b24  ambient temperature [c] operating current [a] 0 5 2515 2010 20 40 60 80 100 120 b6 b10 b16 b24  104 111 49,3 27 34  20 35 27 104 106 98 ?3,4
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