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		  Datasheet File OCR Text:


		  technical data 2543 product features agency information ? ul listed card: agc 1?20-10 ? ul recognition card: agc 11-40 ? csa component acceptance card (class no. 1422 30) ? csa certification card (class no. 1422 01) ordering ? specify packaging code prefix , part number and option code suffix (if applicable) agc 1/4 x 1 1?4 fast-acting glass tube fuses  ? fast-acting ? optional axial leads available ? 1?4 x 1 1?4 (6.3 x 32mm) physical size ? glass tube, nickel-plated brass endcap construction ? ul listed product meets standard 248-14 environmental data ? shock: 1?20 - 3?4a C mil-std-202, method 213, test condition i; 1 - 30a Cmil-std-202, method 207, (hi shock) ? vibration: 1?20 - 30a C mil-std-202,method 204, test condition a  (except 5g, 500hz) specifications ac voltage ac interrupting rating (amps) typical dc cold typical melting typical voltage 2 ? part number rating 250 125 32 resistance* () i t ac drop ? agc- 1 M 20 -r 250 35 10,000 ? 4.500 0.00773 0.67 agc- 1 M 10 -r 250 35 10,000 ? 12.565 0.000787 6.00 agc- 1 M 8 -r 250 35 10,000 ? 6.800 0.00131 4.67 agc- 3 M 16 -r 250 35 10,000 ? 4.900 0.00637 4.12 agc- 2 M 10 -r 250 35 10,000 ? 3.360 0.00435 4.51 agc- 1 M 4 -r 250 35 10,000 ? 2.300 0.0148 0.89 agc- 3 M 10 -r 250 35 10,000 ? 1.670 0.0208 2.88 agc- 3 M 8 -r 250 35 10,000 ? 1.203 0.0321 4.59 agc- 1 M 2 -r 250 35 10,000 ? 0.615 0.269 0.59 agc- 3 M 4 -r 250 35 10,000 ? 0.312 0.815 0.37 agc-1-r 250 35 10,000 ? 0.190 1.615 0.31 agc-1- 1 M 4 -r 250 100 10,000 ? 0.145 0.018 0.35 agc-1- 1 M 2 -r 250 100 10,000 ? 0.115 0.0149 0.27 agc-2-r 250 100 10,000 ? 0.078 0.00509 0.28 agc-2- 1 M 4 -r 250 100 10,000 ? 0.067 0.00588 0.26 agc-2- 1 M 2 -r 250 100 10,000 ? 0.057 0.00879 0.31 agc-3-r 250 100 10,000 ? 0.045 0.0167 0.25 agc-4-r 250 200 10,000 ? 0.030 0.0305 0.22 agc-5-r 250 200 10,000 ? 0.024 0.045 0.23 agc-6-r 250 200 10,000 ? 0.020 0.071 0.23 agc-7-r 250 200 10,000 ? 0.017 0.105 0.23 agc-7- 1 M 2 -r 250 200 10,000 ? 0.0146 ? ? agc-8-r 250 200 10,000 ? 0.014 0.152 0.19 agc-9-r 250 200 10,000 ? 0.012 0.21 0.18 agc-10-r 250 200 10,000 ? 0.008 0.492 0.20 agc-12-r 32 ? ? 1000 0.0070 ? ? agc-14-r 32 ? ? 1000 0.0062 ? ? agc-15-r 32 ? ? 1000 0.006 0.566 0.14 agc-20-r 32 ? ? 1000 0.004 1.438 0.12 agc-25-r 32 ? ? 1000 0.003 2.109 0.11 agc-30-r 32 ? ? 1000 0.002 3.807 0.12 agc-35-r 32 ? ? 1000 0.0014 ? ? agc-40-r 32 ? ? 1000 0.0019 ? ? * dc cold resistance (measured at 10% of rated current) ? typical melting i 2 t (a 2 sec) (i 2 t was measured at listed interrupting rating and rated voltage.) ? typical voltage drop (voltage drop was measured at 25c ambient temperature at rated current)   effective  may 2017  supersedes  november 2016  

 agc 1/4 x 1 1?4 fast-acting glass tube fuses t echnical data 2543   effective may 2017 dimensions - mm/in current  in  amperes current  in  amperes time  in  seconds time  in  seconds 1/10 1/16 3/4 1/8 2/10 1/4 3/10 1/2 3/8 1 1-1/2 2 2-1/2 3 4 time-current curves pa ckaging   code   prefi x cod e descriptio n bk 100   pieces   of   fuses   packed   into   a  ca rd boa rd  carton   with   flaps   folde d bk 1 1000   pieces   of   fuses   packed   into   a  ca rd boa rd  carton   with   flaps   folde d option   code   suffi x cod e descriptio n b boa rd wa shable   -  hermetically   sealed   to   withstand   aqueous   cleanin g v axial   leads   -  copper   tinned   wi re  with   nickel-plated   brass   ove rc ap s -r rohs compliant   eaton electronics division 1000 eaton boulevard cleveland, oh 44122 united states www.eaton.com/electronics ? 2017  eaton all  rights  reserved printed  in  usa publication  no. 2543  may  2017 eaton is a registered trademark. all other trademarks are property    of their respective owners.  life support policy: eaton does not authorize the use of any of its products for use in life support devices or systems without  the express written  approval of an offcer of the company. life support systems are devices which support or sustain life, and whose failure to perform, when properly  used in accordance with instructions for use provided in the labeling, can be reasonably expected to result in signifcant injur y to the user. eaton reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribu tion of any products. eaton also  reserves the right to change or update, without notice, any technical information contained in this bulletin.
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